
RACD60

CE

277VAC

230VAC

115VAC
RACD60-4200/(T)OF        3570-4200mA
RACD60-4200/IP67           4200mA                 13.5VDC

                                            11-13.5V                    0-3500mA

RACD60-2400/(T)OF         2150-2500mA
RACD60-2400/IP67           2400mA                 24VDC
                                              17-24V                     0-2100mA

Size                 (/TOF, /OF Version)                 101.6 x 50.8 x 28mm
                       (/IP67 Version)                        118 x 60 x 35mm

Operating Temperature                             -30°C to +50°C

Case Temperature   (/IP67 Version)        85°C max.
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Features
● Open Frame or IP67
● PF > 0.9
● 5 Year Warranty

Rated Power
60W max. 

LED DRIVER

Mechanical  Characteristics

Temperature  Characteristics

Installation

Certification    Input              Dimming           Protection            model                          CC output           CV output✓

www.recom-lighting.com REV 1/2012

Over-
Temp.AC or DC

Resistor

✓

x

x✓

✓

✓

✓

RACD60-2100/(T)OF          1400-2140mA
RACD60-2100/IP67            2100mA                   28VDC
                                              21-28V                     0-1300mA

RACD60-1400/IP67            1400mA                   28VDC
                                              21-28V                     0-1300mA

RACD60-1050/(T)OF          1700-1050mA         
RACD60-1050/IP67            1050mA                  54VDC
                                             38-54V                    0-1000mA

RACD60-700/IP67             700mA                    54VDC
                                              38-54V                    0-1000mA

✓

RACD60 Versions:
/OF             Open Frame, Adjustable Iout
/TOF          Open Frame, Thermal Dimming
/IP67          IP67 sealed Standard
Output Currents: 700, 1100, 1400, 2100, 2400 & 4200 mA

����

�����

����

	��


��

��������������������

�������
�����

�

� 

�

��

�

��

��

� � � �

����

����

!�

Weight            (/TOF, /OF Version)                 165g
                       (/IP67 Version)                        200g

Connection    (/TOF, /OF Version)                 Pin Header
                       (/IP67 Version)                        Wired

For more information, please go to our website www.recom-international.com to find detailed technical datasheets.
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